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1. Introduction 

 

A Virtual Private Network (VPN) connection enables a specific group of users to access 
private network data and resources securely over the Internet or other networks. Although 
often using public networks, a VPN inherits the characteristics of a private network, hence the 
acronym of "Virtual" Private Network. It's the concurrent use of tunneling, encryption, 
authentication, and access control over a public network that basically characterizes a VPN. 

PortableVPN is the first application which allows you to take your pre-defined 
connection with you, without configuring everything on every computer. VPN 

are very popular these days and for most people its to complicated to install and 
configure all these settings on a computer or to drag your computer with you, when this 
sounds familiar PortableVPN is the ideal solution. Just install PortableVPN onto your U3 or 
USB memory pen and take it with you.  
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2. End User License Agreement (EULA) 
PortableVPN EULA 

This is an agreement between you and the author 'Emiel Wieldraaijer' (called author in this 
document) 
 
This agreement is an agreement between you and the author. If you do not agree to these 
conditions, you cannot install or use the program. The installation will not and can not be 
continued ! 

 1. The software and all provided files are copyrighted matters and protected. All rights 
off this product and the provided files are with the author. 

 2. 
The program may be distributed without fee over on-line media and other media, as 
long as all files of this installation package are given. This only applies to the demo 
version of the program and not to the serial numbers. 

 3. 
None of the provided files maybe changed. They must remain in their original state, as 
the author delivered it. Each unauthorized reproduction of this program, or any 
portion of it may result in severe civil and criminal penalties and will be prosecuted. 

 4. 
The author does not take any responsibility for damage, which this program could 
cause. For any damage to hard- or software of any kind the user carries the full 
responsibility. 

 5. 

The author cannot guarantee that the program will co-operate with all the components 
on your computer system, 
the software is disturbance and error free and that all errors will be repaird in a later 
version. 

 6. 

With the confirmation of this agreement you recognize thereby confirm to completely 
have read and understand this agreement. If you do not agree with one of the points 
mentioned above, then you should press cancel. When you press cancel the 
installation will not and can not continue. 

The Software is provided on an AS IS basis, without warranty of any kind. The entire risk as 
to the quality and performance of the Software lays with you. Should the Software prove 
defective, you and not the author assume the entire cost of any service and repair. 

3. Overview 
Overview 

·  Main features  
·  System requirements  
·  U3 

3.1 Main features 



Overview - Main features 

·  Can create a pre-defined PPTP and L2TP VPN connection. 
·  Secure connection to your office. 
·  Easy configuration. 
·  Save a much VPN connection as you like 
·  Automatic terminate your connection when removing your U3 or USB memory pen. 
·  Passwords are stored encrypted on your U3  or USB memory pen. 

3.2 System requirements 

Overview - System requirements 

·  Windows 2000, Windows XP, Windows 2003, Windows Vista, Windows 2008 or 
Windows 7 Operating system. 

·  At least 3 MB free hard disk space 

For U3 memory pens  

·  Windows 2000, Windows XP, Windows Vista or Windows 7 Operating system.  

·  3 MB free space  

·  One free USB Port  

·  An U3 capable memory pen  

3.3 U3 

Overview - U3 

PortableVPN is compliant with the U3 technology. The settings are saved on the U3 memory 
pen and will stay there during the use of PortableVPN.  

PortableVPN disconnect your session when your U3 memory pen is ejected or removed from 
your system. So if you won't forget your U3 memory pen, your data is save. 

Store your data and carry software applications!  

Imagine carrying your software on the same flash drive that carries your files. Thats what you 
can do with an U3 smart drive. You can plug it into any PC and work, play a game, message 
friends, send email, edit photos and create a secure connection with your office with 
PortableVPN. An U3 smart drive makes any PC your own PC. And when you unplug it, it 
leaves no personal data behind. 

 



For more information visit 
the  U3 Sandisk website 
For more information about 
U3 visit the U3 wiki site.  

 
  

  

  

  

  

4. Graphical User Interface (GUI) 
Graphical User Interface (GUI) 

·  General  
·  Options  
·  TCP/IP   
·  About 

4.1 General 

GUI - General 
PortableVPN is a simple Graphical User Interface with four tabs. The information can 
be saved to a configuration file, every VPN Host is saved into a single file and passwords are 
encrypted.When using an U3 version of PortableVPN  the settings cannot be copied to 
another U3 memory pen. PortableVPN also supports connection to a VPN host without saving 
the information.  
  



 
  

4.2 Options 

GUI - Options (VPN Settings) 

On the options tab, you can save the default settings used for your VPN connection. These 
settings are stored per host in their own personal configuration file.  

 

4.3 TCP/IP 



GUI - TCP/IP Settings 

Most times DNS servers are assigned to the ras client by the Remote Access Service (RAS) 
server. For those who find it useful to add manually DNS servers they can add them over 
here. These settings are stored per host in their own personal configuration file. 

 

4.4 About 

GUI - About  

This tab contains information about the program and links to email and website. The first 
image is shown when PortableVPN is run without a valid license. The demo version 
disconnects an active VPN connection after 300 seconds, 5 minutes. 

Please note : Technical support by email is only free for users who have bought a license of 
PortableVPN. For all other users there is free support through the forum. 



 

After entering the license information and pressing the OK button the information is stored 
in a configuration file, it's placed in the same folder as the PortableVPN. 

 

 

5. User guide 
User guide 



·  First time usage  
·  Enter license    
·  Save hostname  
·  New hostname  
·  Delete hostname  
·  VPN Settings  
·  Simple and Advanced mode  
·  Set encryption  
·  Backup settings  
·  Restore settings  
·  Check for updates  
·  Commandline parameters  
·  Hotkeys  
·  Manual IPSec Settings  
·  Right-to-left GUI 

5.1 First time usage 

User guide - Starting PortableVPN for the first time 

The first time PortableVPN is started the following screen appears.  

 

In order to continue and use PortableVPN you will have to accept the EULA by selecting the 
"I accept the license agreement" checkbox. When the checkbox is checked the Next button 
will become active. 

5.2 Enter license 

User guide - Entering PortableVPN license information 



After accepting the EULA, PortableVPN is in demo mode and can be used with one small 
limitation.  

- The VPN connection is terminated after

The license information can be entered in the Help menu. 
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in a configuration file, it's placed

When a correct license is is entered, a message box is displayed that the license is accepted. 
When you re-enter the the license screen the information is
you've entered, like the next pi

EULA, PortableVPN is in demo mode and can be used with one small 

The VPN connection is terminated after 300 seconds, 5 minutes. 

The license information can be entered in the Help menu.  

After entering the license information and pressing the OK button the information is stored 
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you've entered, like the next picture.  

EULA, PortableVPN is in demo mode and can be used with one small 

 

 

After entering the license information and pressing the OK button the information is stored 

a correct license is is entered, a message box is displayed that the license is accepted. 
with the information 



If one of the registration fields isn't filled with the correct license information and the OK 
button is pressed an error message is displayed.

5.3 Save hostname 

User guide - Save hostname 

To save settings to the current "Connection name" press the

5.4 New hostname 

User guide - New hostname 

 

fields isn't filled with the correct license information and the OK 
button is pressed an error message is displayed. 

 

 

To save settings to the current "Connection name" press the  button on the 

 

 

 

fields isn't filled with the correct license information and the OK 

button on the General tab. 

 



By pressing the button on the General tab all fields will be cleared and all settings will 
be reverted to default. 

 

5.5 Delete hostname 

User guide - Delete hostname 

To delete a saved hostname from PortableVPN select the appropiate hostname on the General 

tab and press the button. 



 

5.6 VPN settings 

User guide - VPN Settings 

 Use external gateway 
When this option is selected the gateway from the remote 
location is used, this will redirect all traffic through the 
new selected gateway. 

 Use IP header compression When this option is selected Enable IP header 
compression. 

 Use software compression 
When this option is selected software compression is 
enabled. 

 Use LCP extensions 
When this option is selected the Link Control Protocol is 
enabled. 

 Type of VPN 

At this moment PPTP and L2TP with preshared key is 
supported. If you don't know for sure select Automatic this 
will determine the connection type automaticly. It will take 
a bit longer to establish the connection with the VPN 
server. 

 Require data encryption Does the remote server require data encryption to allow 
connection. 

IP Header Compression  

The IP Header Compression (IPHC) defined in [IPHC] may be used for compression of both 
IPv4 and IPv6 datagrams or packets encapsulated with multiple IP headers. IPHC is also 
capable of compressing both TCP and UDP transport protocol headers.  The IP/UDP/RTP 
header compression defined in [CRTP] fits within the framework defined by IPHC so that it 
may also be applied to both IPv4 and IPv6 packets.  In order to establish compression of IP 
datagrams sent over a PPP link each end of the link must agree on a set of 



configuration parameters for the compression. The process of negotiating link parameters for 
network layer protocols is handled in PPP by a family of network control protocols (NCPs). 
Since there are separate NCPs for IPv4 and IPv6, this document defines configuration options 
to be used in both NCPs to negotiate parameters for the compression scheme.  
 
IPHC relies on the link layer's ability to indicate the types of datagrams carried in the link 
layer frames. In this document nine new types for the PPP Data Link Layer Protocol Field are 
defined along with their meaning.  

In general, header compression schemes that use delta encoding of compressed packets 
require that the lower layer does not reorder packets between compressor and decompressor. 
IPHC uses delta encoding of compressed packets for TCP and RTP.  The IPHC specification 
[IPHC] includes methods that allow link layers that may reorder packets to be used with 
IPHC.  Since PPP does not reorder packets these  mechanisms are disabled by default.  When 
using reordering mechanisms such as multiclass multilink PPP [MCML], care must be taken 
so that packets that share the same compression context are not reordered. 

LCP Extentions 

Short for Link Control Protocol, a protocol that is part of the PPP. In PPP communications, 
both the sending and receiving devices send out LCP packets to determine specific 
information that will be required for the data transmission. The LCP checks the identity of the 
linked device and either accepts or rejects the peer device, determines the acceptable packet 
size for transmission, searches for errors in configuration and can terminate the link if the 
parameters are not satisfied. Data cannot be transmitted over the network until the LCP packet 
determines that the link is acceptable.  

L2TP and PPTP 

The Layer 2 Tunneling Protocol (L2TP), an IETF standard based on the Mirosoft Point to 
Point Tunneling Protocol (PPTP) and the Cisco Layer 2 Forward protocol (L 2F ), provides 
remote users encrypted, multi-protocol dial up access to a corporate network over the Internet. 
PPTP and L2TP are the layer 2 VPN technologies from CPE (customer premise equipment) to 
CPE. 

L2TP and PPTP are extension s to the Point-to-Point Protocol (PPP) . Network layer (Layer 
3) protocols, such as IP and IPX, are encapsulated by the L2TP/ PPTP for transport over the 
Internet. However, PPTP can support only one tunnel at a time for each user. Therefore, its 
proposed successor, L2TP can support multiple, simultaneous tunnels for each user. In 
addition, L2TP supports multiple protocols and unregistered and privately administered IP 
addresses over the Internet. This allows the existing access inf r astructure, such as the 
Internet, modems, access servers, and ISDN terminal adapters (TAs), to be used. It also 
allows enterprise customers to outsource dialout support, thus reducing overhead for hardware 
maintenance costs and 800 number fees, and allows them to concentrate corporate gateway 
resources. 

PPTP is vulnerable to man-in-the-middle attacks related to data integrity and data origination, 
but the biggest problem is that it supports only single-factor, password-based authentication. 
As a result, if an intruder steals or guesses an employee's password, that intruder can access 
your company's network. Security mechanisms are improved in the L2TP VPN. Two types of 



mutual authentication are supported for use with L2TP: Certificate Authority and Preshared 
Key. Authentication protocols supported in L2TP including PAP, CHAP, MS-CHAP v1 and 
v2, etc. 

Encryption 

In L2TP VPN connections, data is encrypted by using Internet Protocol Security (IPSec) 
Encryption. Microsoft Point-to-Point Encryption (MPPE) encrypts data in PPTP VPN 
connections. Strong (128-bit key) and standard (40-bit key) MPPE encryption schemes are 
supported. Data is only encrypted by MPPE if MS-CHAP, MS-CHAP v2, or EAP-TLS 
authentication is negotiated. These are the only authentication protocols that generate their 
own initial encryption keys. MPPE requires common client and server keys as generated by 
these types of authentication. MS-CHAP v2 and EAP-TLS are mutual authentication 
protocols, which means that both the client and the server prove their identities. If your 
connection is configured to use either MS-CHAP v2 or EAP-TLS as its only authentication 
method, and the server that you are connecting to does not provide proof of its identity, your 
connection disconnects. Previously, servers could skip authenticating themselves to clients 
and simply accept the call. This change ensures that you can configure a connection to 
connect to the expected server. 

5.7 Simple and Advanced mode 

User guide - Simple and Advanced mode 

PortableVPN can be run in two modes, simple and advanced. In simple mode the user cannot 
see the advanced options and change any settings at all. This will make it a lot easier for those 
who only want to connect to one host. Simple mode is only available when there is at least 
one saved host. 



  

5.8 Set encryption 

User guide - Set encryprion 

PortableVPN stores the password encrypted inside the host settings.  

It is possible to increase the speed of PortableVPN by changing the encryption to low.  
This setting is stored per connection. 
Low encryption is less save.  



 

5.9 Backup settings 

User guide - Backup settings 

It's easy to backup your settings from within PortableVPN. Select Backup settings from the 
System menu. This is espacially useful when updating PortableVPN on your U3 memory pen, 
because the settings are also removed when removing an U3 program form your U3 memory 
pen.  



When selecting "Backup settings" from the System menu the PortableVPN.ini is copied to a 
folder called PortableVPN in documents folder. If Portab
automaticly backupped to a filename which has the following structure : PortableVPN
MonthDayYear-HourMinSec.ini. When a hostname exists it's overwritten by the backup.

5.10 Restore settings

User guide - Restore settings

When you have created a backup of PortableVPN and want to restore the settings, it can be 
done manually or from within PortableVPN. Select "Restore settings" from the system menu. 
When restoring the settings to another U3 memory pen or computer the passwords must be 
changed and saved again.  

When selecting "Backup settings" from the System menu the PortableVPN.ini is copied to a 
folder called PortableVPN in documents folder. If PortableVPN.ini exists in the folder it's 
automaticly backupped to a filename which has the following structure : PortableVPN

HourMinSec.ini. When a hostname exists it's overwritten by the backup.

re settings 

settings 

When you have created a backup of PortableVPN and want to restore the settings, it can be 
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When you have created a backup of PortableVPN and want to restore the settings, it can be 
manually or from within PortableVPN. Select "Restore settings" from the system menu. 
restoring the settings to another U3 memory pen or computer the passwords must be 



When "Restore settings" is selected from the system menu, you are navigated to a 
PortableVPN folder created in the documents folder of your 

5.11 Check for updates

User guide - Check for updates

It's very easy to check if there's an update of PortableVPN, start the program and goto the 
system menu. Choose check for updates, this requires a working internet connection. 
PortableVPN will try to connect to the update server and retrieve the information to check if 

"Restore settings" is selected from the system menu, you are navigated to a 
PortableVPN folder created in the documents folder of your U3 memory pen. 

 

for updates 

Check for updates 

It's very easy to check if there's an update of PortableVPN, start the program and goto the 
system menu. Choose check for updates, this requires a working internet connection. 

connect to the update server and retrieve the information to check if 

 

"Restore settings" is selected from the system menu, you are navigated to a 
memory pen.  

It's very easy to check if there's an update of PortableVPN, start the program and goto the 
system menu. Choose check for updates, this requires a working internet connection. 

connect to the update server and retrieve the information to check if 



there is an update. When an update is found it will ask if you want to download it and save it 
to a location. Afterwards you can determine if you want to install the updated version. Please 
remember to backup your settings before applying the update on your U3 memory pen. 

 

5.12 Commandline parameters 

User guide - Commandline parameters 

Parameter Description  

/d Disconnect the connection established by PortableVPN. 

/c:"config.file" 
Automatic connect to the host specified in the config.file and exit 
PortableVPN on disconnect. 

/? Show this help if available. 

5.13 Hotkeys 

User guide - Hotkeys 

Hotkeys are only available when PortableVPN window is active on the foreground  

Key 
Short 
description  Long description  

F1 Help Display this help file  

F2 Connect Connect to the selected host 

F3 Disconnect Disconnect current connection  



F10 Exit Exit PortableVPN and disconnect current connection  

F11 Switch mode 
Switch from Simple mode to Advanced mode or from 
Advanced mode to Simple mode 

F12 
Check for 
updates Manually check if there is an update of PortableVPN  

<CTRL><N> 
New 
connection Create a new connection with default settings  

<CTRL><S> 
Switch GUI 
Mirror Mode Switch GUI from Left to Right or from Right to Left 

5.14 Manual IPSec settings 

User guide - Manual IPSec settings 

PortableVPN uses the most common setting of L2TP IPSec connection, sometimes you aren't 
able to connect to an LT2P IPSec connection this is caused by an incorrect setting in the RAS 
phonebook. In order to solve this problem do the following :  

Create a working VPN connection in Windows and open the correct RAS phonebook with 
notepad  
%allusersprofile%\Microsoft\Network\Connections\Pbk\rasphone.pbk (All users phonebook) 
%appdata%\Microsoft\Network\Connections\Pbk\rasphone.pbk (Personal phonebook) 
  
Search for [ConnectionNameYouCreated] and find the key AuthRestriction= save this 
complete line into the ConnectionFile stored in the settings folder just below the value 
VpnStrategy= 
  

5.15 Right-to-left GUI 

User guide - Right-to-left GUI 
PortableVPN supports Right-to-left GUI mode.  
  
A language is described as Right-to-Left (RTL) if writing starts from the right of the page, 
and continues to the left. Right to left scripts are  

·  Arabic alphabet - Used for Arabic, Persian, Urdu and many other languages  
·  Hebrew alphabet - Used for Hebrew, Yiddish and some other Jewish languages  
·  Syriac alphabet  - Used for varieties of the Syriac languages  
·  Thaana - Used for Dhivehi  
·  N'Ko script - Used for several languages of Africa 

 



 

6. Service and Support 
Service and Support 

·  Frequently Asked Questions (FAQ)  
·  Technical support  
·  Known limitations  
·  Request for new features  
·  Wiki links  

6.1 Frequently Asked Questions (FAQ) 

Service and Support - Frequently Asked Questions (FAQ) 
 Q) I've lost my license, what to do ?  

 A) 

Please send an email from your emailaddress used for 
registration to license@portablevpn.nl with your request to receive a new copy of your 
registration key. You will receive a copy of your license information through email 
within a couple of days.  

 Q) 
When i make a connection with PortableVPN there is a small blink in my systemtray, 
could you tell what is causing this ?  

 A) 
This is an external application which checks the removal of the U3 memory pen and 
disconnects your session to your VPN Server when the U3 memory pen is removed.  

 Q) 
My company uses L2TP based VPN tunnels, does PortableVPN support those type of 
tunneling ?  

 A) Version 1.1.3 and above supports L2TP PreShared Key connections. 
 Q) My language is not available in PortableVPN, how to add my own language ?  



 A) 
When someone offers to translate PortableVPN into his own language it will be added 
to the next release and the user will get a free copy of PortableVPN. For more 
information send an email to translation@portablevpn.nl. 

 Q) Everytime when i install a new version on my U3 memory pen, i'll have to configure 
all the settings again. How to avoid this in the future ? 

 A) 

It's possible to make a backup of the settings from within PortableVPN this option can 
be found in the system menu. This menu also has the ability to restore settings. When 
you upgrade your version on your U3 memory pen the settings are preserved. When 
PortableVPN is removed and reinstalled it automatic detects if a backup of the settings 
is available and will ask you a question if you want to restore them.  

 Q) I cannot connect to an L2TP VPN server even when your website says PortableVPN 
does connect to a LT2P VPN server 

 A) 

Open the connection file located in the settings folder and add the following line 
AuthRestriction= nnn replace nnn with the correct value.. 
If you can create a working connection in Windows, you can retrieve the correct value 
from one of the following files. 
%appdata%\Microsoft\Network\Connections\Pbk\rasphone.pbk 
%allusersprofile%\Microsoft\Network\Connections\Pbk\rasphone.pbk 
This files can be opened by notepad 

 Q) I am missing something in PortableVPN which i believe is very important, what to do ? 

 A) Visit the forum on  http://www.portablevpn.nl/forum and place your request in the 
request section. If we like your request we will add it to a next version of PortableVPN. 

6.2 Technical support 

Service and Support - Technical Support 

Please read the Frequently Asked Questions (FAQ) to see if your question is already 
answered.  

Visit the PortableVPN forum and talk with others about your questions/problem. 

Technical support by email is only free for users who have bought a license of PortableVPN, 
send an email to support@portablevpn.nl with your question or as an alternative use the 
forum. For all other users there is free support through the forum. 

When reporting a problem please provide as much information as possible. 

 - Do you use the latest version of PortableVPN? If not please update and try again. 
 - Can the problem be reproduced? How is it reproduced? 
 - Do you use PortableVPN on an U3 or USB device? 
 - Which operating system do you use? and which language? 

 - 
When an error message is displayed, please attach a screenshot if possible or write 
down as much information as possible. 

6.3 Known limitations 



Service and Support - Known limitations 

·  When using a L2TP connection and the PreShared Key contains special characters like 
chinese characters a connection cannot be made.  

·  Settings saved by version 1.17 and higher cannot be used with version 1.16 and lower.  
·  Changing language, simple & advanced mode or switching from RTL to LTR 

disconnects an open connection. 

6.4 Request for new features 

Service and Support - Request for new features 

New ideas are always welcome, request can be made in the forum . 

6.5 Ras logging 

Service and Support - Ras logging 

How to enable Ras Logging on Windows 2003 

Start Routing and Remote Access (Start - All Programs - Administrative Tool - Routing and 
Remote Access) 

 



Select the your Server name and choose menu Action - Properties 

 

Choose "Log all events" and select "Log additionl Routing and Remote Access information 
(used for debugging)" 



 

Log files are stored by default in Windows\System32\LogFiles. If you want the change the 
default location select Remote Access Logging and dubbel click "Local File" 



 



6.6 Wiki links 

Service and Support - Wiki links 

·  Virtual Private Network (VPN)  
·  Point-to-Point Tunneling Protocol (PPTP)  
·  Internet Protocol Security (IPSEC)  
·  Layer 2 Tunneling Protocol (L2TP)  
·  Generic Routing Encapsulation (GRE)  
·  List of IP Protocol numbers  
·  Remote Access Service (RAS)  
·  Internet Protocol v4 (IPv4)  
·  Phonebook entry settings  
·  Portable Applications  
·  U3  
·  Right-to-Left 

7. Changelog 
Changelog 

1.1.7 - December 26th 2011 

- Added Right-to-Left GUI and Left-to-Right Switch mode <CTRL><S> 
- Enabled Exit on Tray while connected 
- Fixed connecting to wrong host when another host was removed 
- Fixed error message when update is cancelled 

1.1.6 - November 20th 2011 

- Added Persian translation 
- Added Serbian (cyrilic) translation 
- Added Serbian (latin) translation  
- Added Spanish translation  
- Added hotkey to create a new connection <CTRL><N> 
- Added encryption strenght selection for saving passwords 
- Manual IPSec improvement (See help) 

1.1.5 - August 8th 2011 

- Added Danish translation 
- Added Russian translation 
- Increased connection lost time to prevent connection misbehaviour 

1.1.4 - April 16th 2011 



- Added Redail attempts, auto reconnect value 
- Changed Connection time in status windows into [dd:hh:mm:ss] 
- Connection settings files are saved in unicode 
- Cosmetic GUI resize improvement 
- Fixed unable to reconnect when abort connection is used 
- Removed Help folder creation 

1.1.3 - March 29th 2011 

- Added Automatic reconnect when connection dropped 
- Added Chinese Traditional translation 
- Added Chinese Traditional Ras Errors 
- Added Chinese Simplified Ras Errors 
- Added L2TP PreShared Key connection method 
- Corrected a small error in English Ras Error file  
- Fixed incorrect language used in VPN Type 
- Fixed tray not set correct on connection failure 
- Made GUI resizable (With a minimum) 
- Updated Chinese Simplified language 

1.1.2 - January 15th 2011 

- Added hotkey [F2] "Connect" 
- Some small GUI improvements  

1.1.1 - November 21st 2010  

- Fixed error message caused by aborting update download 
- Fixed manually copied settings not shown 
- Fixed save settings buttons not disabled when connected  

1.1.0 - October 1st 2010  

- Added automatic disconnect when language changed and connection is active 
- Added automatic disconnect when changing simple and advanced mode 
- Added slovak language 
- Improved help file  

1.0.6 - May 28th 2010 

- Fixed Beta expiration Error  
- Fixed email problem with Windows Live Mail 
- Improved help file  

1.0.5 - May 14th 2010  

- Added trayitem "Abort Connection"  
- Changed GUI behavior -> Minimize instead of hide on connection  
- Embedded EULA into the program  
- If only one connection file exists, it will be loaded by default  



- Fixed unable to change language on U3 device  
- PortableVPN cannot be changed into simple mode anymore if no connection configuration 
exists  
- Recuded size  

1.0.4 - February 20th 2010  

- Added commandline connect parameter  
- Added connection time in tray under status  
- Added simple and advanced mode  
- Added Hotkeys  
- Added connection termination when run from USB and USB is removed  
- Added option to assign an IP address manually  
- Added double click tray item shows or hides GUI  
- Fixed bug in manual DNS servers  
- Fixed bug connection not always detected correctly when run from a folder with spaces  
- Recuded size  

1.0.3 - January 2nd 2010  

- Added automatic connection option  
- Added commandline disconnect parameter  
- Added Croatian language  
- Added language check in language menu  
- Added manual DNS server configuration  
- Added status info link to tray  
- Fixed Chinese language detection  
- Fixed license problem on Chinese based OS  
- Fixed some text in the GUI wasn't translated  
- Improved GUI icon for Windows Vista/2008/7  
- Recuded size  
- Removed the need of admin rights  

1.0.2 - August 14th 2009 

- Added German language 
- Added Italian Language 
- Added Simplified Chinese Language  

1.0.1 - February 9th 2009 

- Added new Vista DUN error code's 
- Added multilangual support 
- Added option to disable the encryption of the VPN connection 
- Added question about folder creation on first startup 
- Fixed background image not displayed 100% when program is minimized and maximized 
again  

1.0.0 - August 1st 2008 



- Initial release  
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